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STRUCTURE AND FEATURES

® The linear bushing consists of an outer cylinder, ball retainer, balls and two end rings. The ball retainer which holds the balls in the
recirculating trucks in held inside the outer cylinder by end rings.
® Those parts are assembled to optimize their required functions.

® The outer cylinder is maintained with sufficient hardness by heat treatment, therefore if ensures the bushing projected travel life and
satisfactory durability.

® The ball retainer is made from steel or synthetics resin. The steel retainer has high rigidity, obtained by heat treat meant. The synthetics
resin retainer can reduce running noise. The user can select the optimum type for meeting the user's service conditions.

1. High Precision and Rigidity
The linear bushing is produced from a solid steel outer cylinder and incorporates an industrial strength resin retainer.
2. Ease of Assembly

The standard type of linear bushing can be loaded from any direction. Precision control is possible using only the shaft supporter, and the
mounting surface can be machined easily.

3. Ease of Replacement

linear bushings of each type are completely interchangeable because of their standardized dimensions and strict precision control.
Replacement because of wear or damage is therefore easy and accurate.

4. Variety of Types

Offers a full line of linear bushing: the standard, integral single-retainer closed type, the clearance adjustable type and the open types. The
user can choose from among these according to the application requirements to be met.

Tolerance Note that precision of inscribed circle diameters and outside diameters for the clearance adjustable type (...-AJ) and the open type
(...-OP) indicates the value obtained before the corresponding type is subjected to cutting process.

Clearance and Fit

When a standard-type linear bushing is used with a shaft, inadequate clearance, adjustment may cause early bush failure and/or poor, rough
traveling. The clearance adjustable linear bush and open linear bush can be clearance adjusted when assembled in the housing which can
control the outside cylinder diameter. However, too much clearance adjustment increases the deformation of the outside cylinder, to affect its
precision and life. Therefore, the appropriate clearance between the bush and shaft, and clearance between the bush and housing are
required according to the application.

Shaft and Housing
To optimize performance of the linear bushing high precision of the shaft and housing is required.
1. Shaft

The rolling balls in the linear bushing are in point contact with the shaft surface. Therefore, the shaft dimensions, tolerance, surface finish, and
hardness greatly affect the traveling performance of the bush.

We highly recommend to use the shafts imported by us (for details see page 30).These shafts will give ideal tolerance for the
use of Linear ball bushings. These are hardened and ground shafts with the options of with or without chrome plating. Given
the humid conditions in India we recommend to use Hardened & Ground Shafts with Chrome plating Model SFC which is
corrosion resistant.

2. Housing

There is a wide range of housing differing in design, machining ,and mounting. For the fitness and shapes of housings, see the following
section on mounting.

Mounting

When inserting the linear bush into the housing, do not hit the linear bush on the side ring holding the retainer but apply the linear bush into
the housing by hand or lightly knock it. In inserting the shaft after mounting the bush, be careful not to shock the balls. Note that if two shafts
are used in parallel, the parallelism is the most important factor to assure the smooth linear movement. Take care in setting the shafts.
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LM - OP
Dimensions
(mm)
! Nominal Shaft i|Radiai i
(LM) Nominal Part No. Dignr:ng:r (m?n) Major Dimensions (mm) Ecoentr §i"eda'?a',.ce ﬁaaﬂ‘ia%g.g N:rTH]:I
Standard Type Seal Type cﬁ—gﬂit %?.’agstable S d e L -
LM 5 LM 50U 4 _— _— 5 10 15 102 |11 |96[—|—|— | 8 3 17 21| M5
M 6 LM 6UU 4 LM 6-AJ — 6 12 19 135 |14 15| 1]—]|— | 12 -5 21 27 | M6
LM 8S LM 8SUU 4 IM8S-A) | —— 8 15 17 15 |14 (143 1|—]— | 12 5 18 23 | LM8S
LM 8 LM 8uU 4 LM 8-AJ —— 8 15 24 175 | 11 |43 1|—|— | 12 -5 21 M| M8
M 10 LM 100U 4 IM10-A) | —— 10 19 29 22 13 118 ] 1 12 5 38 56 | LM 10
M 12 LM 120U 4 LM 12-AJ | LM 12-OP 12 21 30 23 |13 |20 [15[8 |80° | 12 5 42 61| M12
LM 13 LM 130U 4 LM 13-AJ | LM 13-OP 13 23 32 23 |13 |22 |15]9 |80 | 12 -7 5 79 | LM13
M 16 LM 16UU 5 LM 16-AJ | LM 16-OP 16 28 37 265 | 16 | 27 [1.5| 11|80 | 12 7 79 120 | LM 16
LM 20 LM 200U 5 LM 20-AJ | LM 20-OP 20 32 ) 305 |16 | 31 [15] 11|60 | 15 -9 88 140 | LM 20
M 25 LM 250U 6 LM 25-A) | LM 25-OP 2% 40 59 4 | 185 | 38 | 21250 | 15 9 |100 160 | LM25
M 30 LM 30UU 6 LM 30-AJ | LM 30-OP 30 45 64 445 | 185 | 43 |25]15 | 500 | 15 9 |160 280 | LM 30
M 35 LM 350U 6 LM 35-AJ | LM 35-OP 35 52 70 495 | 24 | 49 |25f17 500 | 20 | 13 170 320 | LM35
LM 40 LM 40UU 6 LM 40-AJ | LM 40-OP 40 60 80 605 | 21 | 57 | 3|20 500 | 20 131220 410 | (M40
LM 50 LM 50UU 6 LM 50-AJ | LM 50-OP 50 80 100 74 | 26 |765] 3|25 |s500 | 20 | 18 |29 810 ) M50
LM 60 LM 60UU 6 LM 60-AJ | LM 60-OP 60 90 110 85 |315 |865] 3|30 ]500 | 25 16 | 480 1020 Lm 60
LML SERIES
L
B
_hl\’ Vl| _
Qe Q Ty Dimensions
] (mm)
Normal Part NO. Main Dimensions and Tolerance Basic Load Rating
Seal T Ball Weight dr Tolerance D Tolerance L  Tolerance B  Tolerance W D1 C
€al YPE  Circuit (@ (mm) (um) (mm) (um) (mm) (um)  (mm) (um)  (mm) (mm) kgf
LM6 LUU 4 16 6 12 0 35 27 1.1 | 115 32 53
LM8 LUU 4 31 8 15 -13 45 35 1.1 | 143 | 44 80
LM10 LUU 4 62 10 0 19 55 0 44 0 1.3 18 59 112
LM12 LUU 4 80 12 -10 21 0 57 -0.3 46 -0.3 1.3 20 66 122
LM13 LUU 4 90 13 23 -16 61 46 1.3 22 83 160
LM16 LUU 5 145 16 28 70 53 1.6 27 | 125 | 240
LM20 LUU 5 180 20 0 32 0 80 61 1.6 | 30.5 | 143 | 280
LM25 LUU 6 440 25 -12 40 -16 112 82 1.85| 38 | 159 | 320
LM30 LUU 6 580 30 45 123 89 1.85| 43 | 254 | 560
LM35 LUU 6 795 35 52 0 135 0 99 0 2.1 49 | 270 | 660
LM40 LUU 6 1170 40 60 -22 151 -0.4 121 -0.4 2.1 57 | 350 | 820
LM50 LUU 6 3100 50 80 192 148 2.6 | 76.5| 620 | 1622
LM60 LUU 6 3500 60 0/-20 90 0/-205 | 209 170 3.15 | 86.5 | 780 | 2040
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LME - OP

Dimensions
(mm)

Ball Ball ~ Adjustable = Ball Weight dr Tolerance D Tolerance L Tolerance B Tolerance W D1 h hi

Seal ¥Pe girour PN TYP® Girgyiy — Type  Cirout (g) (mm) (um) (mm) (um) (mm) (um) (mm) (um) (mm) (mm) (mm) (mm) °
LME5 UU 4 LME5S UUAJ 4 12 5 12 0 22 14.5 1.10 | 11.5 1
LME8 UU 4 LMES8 UUAJ 4 20 8 +8 16 -8 25 16.5 15.2 1
LME12UU| 4 LME12UUA] 4 41 12 0 22 0 32 0 22.0 0 1.30| 21 15175
LME16UU| 5 |LMEl6UUOP| 4 |LMEteUUAI| 5 | 57 | 16 6| -9 |36 | -02 |249] -02 249 1.5] 10 | 78°
(Me20uu| 6 |LME20uUOP| 4 [LME20ULAI| 5 | o1 | 20 | w9 |32 45 315 160 [303| 2 |10 |78
ME2suu| 6 |LME2suUoP| 5 [LME2SLLAI| 6 | 215 | 25 | -1 40 | o 58 44.1 185 375 2 [125] 60
LME30UU| 6 [LME30UUOP 5 LME30UUA] 6 325 30 +11 47 -11 68 0 52.1 0 1.85 |44.5 2 |12.5] 60°
LME40UU| 6 [LME40UUOP 5 LME40UUA] 6 705 40 =il 62 0 80 0.3 60.6( -0.3 2.15| 59 3 [16.8 | 50°
MEsOUU| 6 |LMEsouuop| 5 |LMESOuUAT| 6 | 1130 | S0 [ +13 |75 | -13 | 100 77.6 26572 | 3|21 |50
Mesouu| 6 |LMEsouuoP| 5 [LMESOUUAI| 6 |[2220| 60 | -2 9 | 0r15 |125| 0/-04 [101.7| 0/-0.4 |[3.15 [865| 3 [27.5 | 54
KH SERIES
Dimensions
(mm)
Load Capacity Weight
Dyn.  (N) Start. (9)
KH-0622 6 12 22 400 239 7
KH-0824 8 15 24 435 280 12
KH-1026 10 17 26 500 370 14.5
KH-1228 12 19 28 620 510 18.5
KH-1428 14 21 28 620 520 20.5
KH-1630 16 24 30 800 620 27.5
KH-2030 20 28 30 950 790 32.5
KH-2540 25 35 40 1990 1670 66
KH-3050 30 40 50 2800 2700 95
KH-4060 40 52 60 4400 4450 182
KH-5070 50 62 70 5500 6300 252
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Basic Load
Rating

co
kgf

Part No. 0
Ecemtricity Clearance

Weight ~ (max)  (max)

9  m (m

Ball
Circuit

C
kgf

dr
(mm)

D1 Tolerance
(mm)  (um)

Tolerance
(um)

D Tolerance L
(mm) ~ (um)  (mm)

Tolerance

Seal Type (um)

A I 1A

Dimensions
(mm)

Main Dimensions Tolerance (mm)

W A F dixd2xh

LMF6UU LMK6UU LMHsUU | 4 |265| 12 | 5 200 |206 |6 12 19 28 5 120 [22 [18|20(- |3.4x6.5x3.3
LMF8SUU LMK 8SUU - 4 |34 |12 |5 [170 |220 | 8 15 | 011 | 17 32 5 | 24 [25]- |20]- |34x6.5x33
LMFSUU LMK8UU LMHSUU | 4 |40 | 12 | -5 ]260 |400 |8 15 24 32 5 | 24 |25 [21]24]- | 3.4%6.5%3.3
LMF10UU LMK 10U LMH10UU| 4 |78 | 12 | 5 370 |540 | 10 | © 19 29 | 002 | 40 6 | 29 [30 |25|29(- | 45x8x4.4
LMF120U LMK 120U LMH120U| 4 |76 | 12 | 5 410 |290 | 12 | -9 21 30 4 6 | 32 |32 |27]32]- | 45x8x44
LMF13UU LMK 130U LMH13uU| 4 |94 | 12 | -7 |500 |770 | 13 23 | 013 |32 43 | 002 |6 |33 [34|29]33]22| 45x8x4.4
LMF16UU LMK 16UU LMH16UU| 5 | 134 | 12 | -7 770 1170 | 16 28 37 48 6 | 38 |37 |34|31]24] 4.5x8x4.4
LMF20UU LMK 20UU (MH20uu| 5 | 180 | 15 | -9 860 [1370 | 20 | © 32 4 54 8 | 43 |42 |38]36(32] 5.5%9.5%5.4
LMF250U LMK 250U LMH250u| 6 | 340 | 15 | -9 980 |1560 | 25 | -10 | 40 59 62 8 | 51 |50 |46]40(35] 5.5%9.5x5.4
LMF30UU LMK 30UU LMH30UU| 6 460 | 15 -9 1560 | 2740 | 30 45 64 74 10 | 60 |58 |51]49(- | 6.6x11x6.5
LMF35UU LMK 3500 LMH3suu| 6 | 795 | 20 | -13 | 2978° |35 | © 52 70 | 0.03 | & 10|67 [64 |- |- |- [ 6.6x11%6.5
LMF40UU LMK 40UU - 6 |1054] 20 | -13 [2150 4010 [ 40 | -12 |60 | 0-19 | 80 % 13|78 [75]- |- |- | x4x86
LMF50UU LMK 50UU - 6 |2200] 20 -13 |3820 7830 | 50 80 100 116 | 0.03 13198 (92 - |- |- | 9x14x86
LMF60UU LMK 60UU - 6 |2960)| 25 -16 [4700 9990 | 60 | 0/-15 | 90 0/-22 | 110 134 18 | 112 106)- |- |- |11x17.5x10.8

LMF..L / LMK..L / LMH..L SERIES Double Length Flanged Type

L
Yy
N / = EE
\ 10000000000011000000 000O!I !
LMH13L or less e k_| | e
4 _
(2] A

Dimensions

Basic Load
Rating

©
kaf

Radial Main Dimensions Tolerance (mm)
Ecemtricity Clearance
Ball Weight (max) ~ (max)

Cret  (9) ~ (um)  (um)

Part No.

D1 Tolerance
(mm)  (um)

L Tolerance
(mm)  (um)

dr Tolerance D  Tolerance
(mm) (um) (mm) (um)

Seal Type

LMF6LUU LMK6LUU LMH6LUU | 4 | 31 15 |5 320 |520 6 12 0 35 28 5 20 |22|18]20|- | 3.4x6.5x3.3| LMF/K/H6LUU
LMFSLUU LMK8LUU LMHSLUU | 4 |53 | 15 |-5 430 ] 780 8 15 -13 45 32 5 24 |25|21]24|- | 3.4x6.5x3.3| LMF/K/H8LUU
LMF10LUU LMK10LUU LMH10LUU| 4 | 105 | 15 |-5 580 11100 0] 0 19 55 40 6 29 |30]25)29|- | 4.5x8x4.4 | LM/K/H/10LUU
LMF12LUU LMK12LUU LMHI2LUU| 4 | 100 | 15 |-5 650 11200 12| -10 21 0 57 0 42 6 32 |32)27]32 4.5x8x4.4 | LMF/K/H/12LUU
LMF13LUU LMK13LUU LMH13LUU| 4 [ 130 | 15 |-7 810 | 1570 13 23 -16 61 03 |43 |0 6 33 |34]29]33]- | 4.5x8x4.4 | LMF/K/H/13LUU
LMF16LUU LMK16LUU LMH16LUU| 5 | 187 | 15 |-7 1230 | 2350 16 28 70 48 | 0.2 6 38 |37]34]31|22| 4.5x8x4.4 | LMF/K/H/16LUU
LMF20LUU LMK20LUU LMH20LUU| 5 | 260 | 20 |- 1400 12750 | 20 O 32 0 80 54 8 43 142138 36| 24| 5.5x9.5x5.4| LMF/K/H/20LUU
LMF25LUU LMK25LUU LMH25LUUY 6 | 515 | 20 |-9 1560 | 3140 | 25| -12 40 =ilf) 112 62 8 51 |50 |46 ]40 | 32| 5.5x9.5x5.4] LMF/K/H/25LUU
LMF30LUU LMK30LUU LMH30LUU] 6 | 655 | 20 |-9 2490 | 5490 | 30 45 123 74 10 | 60 |58 51|49 35| 6.6x11x6.5 | LMF/K/H/30LUU
LMF35LUU LMK35LUU o 6 1970 | 25 |-13 [2650 |6470 | 35| O 52 0 135 0 82 10 | 67 |64]- |- 6.6x11x6.5 | LMF/K/H/35LUU
LMF40LUU LMK40LUU - 6 | 1560] 25 |-13 3430 [8040 | 40| -15 60 -22 1511 -04 | 9% 13|78 |75]- |- 9x14x8.6 | LMF/K40LUU
LMF50LUU  LMK50LUU = 6 | 3500 25 |-13 |6080 | 15900| 50 80 192 116 | 0-03 |13 | 98 |92]- |- 9x14x8.6 | LMF/K50LUU
LMF60LUU LMK60LUU - 6 | 4500 25 |-16 |7650 [20000| 60| 0/-20 | 90 0/-25 | 209 134 18 | 112 |104- |- 11x17.5x10.4 LMF/K60LUU

(mm)

dixd2xh  Nominal Part No.

How To Order : LMF is single flange round type / LMK is single flange square type /LMH is single flange oval type and suffix L is added for double length
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W
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4-S1xe
— B E (":
" i l
L i <
Nl D | S
5o D N sz:::l)ons
Seal Type Main Dimensions (mm) BaRs;c ill.10ad
)

g;’lﬂ‘c“'{l‘g' W‘(a;]%ht h | ol w|] H|c ]| alGHs E| swxe | 2| ¢ L kgf f;f

SC6UU 34 9 15 30 18 15 6 20 5 M4x8 M3 15 25 20 27

SC8UU 56 11 17 34 22 18 6 24 5 M4x8 M3 18 30 27 41

SC10UU 90 13 20 40 26 21 8 28 6 M5x12 M4 21 35 38 55

SC12UU 112 15 21 42 29 25 8 30.5 | 5.75 M5x12 M4 26 36 42 60

SC13UU 123 15 22 44 30 26 8 33 5.5 M5x12 M4 26 39 51 78
SC16UU 189 19 25 50 385 | 35 9 36 7 M5x12 M4 34 44 78 119
SC20UU 237 21 27 54 42 36 11 40 7 M6x12 M5 40 50 88 140
SC25UU 555 26 38 76 51.5]| 41 12 54 11 M8x18 M6 50 67 100 159
SC30UU 685 30 39 78 59.5 | 49 15 58 10 M8x18 M6 58 72 159 279
SC35UU 1100 34 45 90 68 54 18 70 10 M8x18 M6 60 80 169 319
SC40UU 1600 40 51 102 78 62 20 80 11 M10x25 M8 60 90 219 | 409
SC50UU 3350 52 61 122 102 80 25 100 11 M10x25 M8 80 110 | 389 | 808
Dimensions

SLIDE UNIT SCL TYPE (mm)

4-Sixe
<
I o .
4-82
Seal Type
Nominal | Weight h
Part No. (9)
SC8LUU 94 11
SC10LUU 147 13
SC12LUU 220 15
SC13LUU 245 15
SCieLuU 376 19
SC20LUU | 476 21
SC25LUU | 1115 | 26
SC30LUU | 1375 | 30
SC35LUU | 2200 | 34
SC40LUU | 3200 | 40
SC50LUU | 6720 | 52

17
20
21
22
25
27
38
39
45
51
61

34
40
42
44
50
54
76
78
9
102
122

Main Dimensions (mm)

H G A
22 18 6
26 21 8
29 25 8
30 26 8
385 | 35 9

42 36 11
51.5| 41 12
59.5 | 49 15

68 54 18
78 62 20
102 | 80 25

B

24
28
30.5
33
36
40
54
58
70
80
100

E

5
6
5.75
5.5
7
7
11
10
10
11
11

Sixe

M4x8
M5x12
M5x12
M5x12
M5x12
M6x12
M8x18
M8x18
M8x18

M10x25
M10x25

S2

M3
M4
M4
M4
M4
M5
M6
M6
M6
M8
M8

Dimensions
(mm)
Basic Load
Rating
c L kgf fgf
42 58 42 82
46 68 60 110
50 70 66 110
50 75 82 157
60 85 125 238
70 96 140 | 280
100 130 | 159 | 318
110 140 | 254 559
120 155 | 270 | 638
140 175 | 350 818
160 215 | 623 | 1618
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=
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0
N
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Designation Designation

Dimensions
(mm)

Unit Shaft of of Weight
Destination = Dimenstions S G A B E 3 Clamping Mounting
bolt bolt
SK-3 3 20 [ 21 | 42 | 14 (328 6 [ 18 | 32 | 5 |55 M4 M5 24
SK-4 4 20 | 21 | 42 | 14 |328] 6 18 | 32 5 |55 M4 M5 24
SK-5 5 20 [ 21 | 42 | 14 (328 6 [ 18 | 32 | 5 |55 M4 M5 24
SK-6 6 20 [ 21 | 42 | 14 (328 6 [ 18 | 32 | 5 |55 M4 M5 24
SK-8 8 20 [ 21 | 42 | 14 (328 6 [ 18 | 32 | 5 |55 M4 M5 24
SK-10 10 20 [ 21 | 42 | 14 (328 6 [ 18 | 32 | 5 |55 M4 M5 24
SK-12 12 23 [ 21 | 42 14 (375 6 [ 20 | 32 | 5 |55 M4 M5 30
SK-13 13 23 | 21| 42| 14 |375] 6 | 20| 32 [ 5 |55 M4 M5 30
SK-16 16 27 |24 | 48 [ 16 [ 44 | 8 [ 25| 38 | 5 |55 M4 M5 40
SK-20 20 31 | 30 | 60 | 20 | 51 | 10 [ 30 | 45 [ 7.5 | 6.6 M5 M6 70
SK-25 25 3535 | 70 [ 24 [ 60 [ 12 38 | 56 | 7 | 6.6 M6 M6 130
SK-30 30 42 [ 42 | 84 | 28 | 70 | 12 | 44 | 64 | 10 | 9 M6 M8 180
SK-35 35 50 |49 | 98|32 |8 | 15| 50 | 74| 12 | 11 M8 M10 270
SK-40 40 60 | 57 [ 114 36 [ 96 | 15 | 60 | 90 | 12 | 11 M8 M10 420
SK-50 50 70 | 63 | 126 | 40 | 120 | 18 | 74 | 100 | 13 | 14 M10 M12 450
Dimensions
SLIDE UNIT SHF TYPE Shaft Support (mm)

L

f\\
v

\%

T

1
F—({0))-

HHY

1e

Unit

SHF-3
SHF-4
SHF-5
SHF-6
SHF-8
SHF-10
SHF-12
SHF-13
SHF-16
SHF-20
SHF-25
SHF-30
SHF-35
SHF-40
SHF-50

Shaft

/ Destination Dimenstions

Main Dimensions

Designation
of

E Clamping
bolt
43 | 10 5 132120 |24 |55 M4
43 | 10 5 32 | 20 24 | 5.5 M4
43 | 10 5 32 | 20 24 | 5.5 M4
43 | 10 5 |32 ]20 [ 24 |55 M4
43 | 10 5 |32 120 | 24 |55 M4
43 | 10 5 32 | 20 24 | 5.5 M4
47 | 13 7 36 | 25 28 | 5.5 M4
47 | 13 7 |36 |25 | 28 |55 M4
50 | 16 8 |40 | 28 | 31 |55 M4
60 | 20 8 |48 | 34 |37 | 7 M5
70 | 25 10 | 56 | 40 42 7 M5
80 |30 | 12 | 64 | 46 | 50 | 9 M6
92 |35 | 14 |72 | 50 | 58 | 12 M8
102 | 40 | 16 | 80 | 56 | 67 | 12 M10
122 |50 | 19 |96 | 70 | 83 | 14 M12

Designation

of

Mounting

bolt
M5

M5
M5
M5
M5
M5
M5
M5
M5
M6
M6
M8
M10
M10
M12

Weight

13
13
13
13
13
13
20
20
27
40
60
110
380
510
890
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C+0.2

—Heeq=-=d}- -} -

Dimensions
(mm)
o : Basic Load
Main Dimensions . .
Unit Slide Bush Rating Weight
Destination Destination 9
SME16UU 20 [22.5] 45 | 45 33 9 10 | 80° 32 30 M5x12 LM16UU-OP| 79 120 150
SME20UU 23 | 24 | 48 | 50 | 39 11 | 10 | 60° | 35 35 M6x12 LM20UU-OP | 90 140 200
SME25UU 27 30 60 | 65 47 14 12 | 50° 40 40 M6x12 LM25UU-PP | 100 160 450
SME30UU 33 | 35 70 | 70 | 56 15 | 14 | 50° | 50 50 M8x18 LM30UU-OP | 160 280 630
SME35UU [ 37 | 40 80 | 80 | 63 18 | 16 | 40° | 55 55 M8x18 LM35UU-OP | 170 320 925
Dimensions
(mm)
SLIDE UNIT SMEL TYPE
L
C=+0.2

Unit

Destination

SME16LUU
SME20LUU
SME25LUU
SME30LUU

SME35LUU |

20
23
27
33
37

23
24
30
35
40

45
48
60
70
80

82
92
124
134
150

33
39
47
56
63

10
10
11.5
14
16

Mounting Dimensions

80°
60°
50°
50°
50°

32
B5
40
50
55

68
78
100
115
126

M5x12
M6x12
M6x12
M8x18
M8x18

Slide Bush
Destination

LM16UU-OPx2
LM20UU-OPx2
LM25UU-PPx2
LM30UU-OPx2
LM35UU-OPx2

Basic Load
Rating

125
143
159
254
270

Dimensions
(mm)
Weight
(9)
240 300
280 400
320 900
560 1260
640 1850
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Dimensions
(mm)

Basic Load
. 1 Rating
Dimensions Dynamic

Weight Dimensions (mm)

Unit  Slide Unit Rail D h H E
SBR16S SBR16UU| @16 | 770 | 1170| 0.15 | 255 | 225 | 25 | 45 | 20
SBR20S SBR20UU | @20 | 860 | 1370| 0.20 | 350 | 24 | 27 | 50 | 225
SBR25S SBR25UU | @25 | 980 | 1560| 0.45 | 530 | 30 | 38 | 60 | 275
SBR30S SBR30UU| @30 | 1560 | 2740| 063 | 740 | 35 | 37 | 70 | 30
SBR35S SBR35UU | @35 | 1660 | 3130| 0.92 | 10.05 | 40 | 43 | 80 | 325
SBR40S SBR4OUU | @40 | 2150 | 4010| 1.33 | 13.10 | 45 | 48 | 90 | 375
SBR50S SBR50UU | @50 | 3820 | 7930| 3.00 | 2065 | 60 | 62 | 115 | 475

Dimensions
(mm)

Main Dimensions
Unit

Destination T Six1

SBR16S |45 |33 | 9 40 | 5 45 M5x12 32 | 30 [@5.5| 30 | 20 | 150

SBR20S | 48 | 39 11 | 45 | 5 50 M6x16 35 | 35 [@5.5| 30 | 20 | 150
SBR25S | 60 | 47 14 | 55 | 6 65 M6x16 40 | 40 (@6.6| 35 | 25 | 200
SBR30S | 70 | 56 15 | 60 | 7 70 M8x18 50 | 50 |@6.6| 40 | 25 | 200
SBR35S | 80 | 63 18 | 65 | 8 80 M8x18 55 | 55 | @9 | 45 | 30 | 200
SBR40S |90 | 72 20 | 75| 9 90 M10x20 65 | 65 | @9 | 55 | 30 | 200

SBR50S 12091 | 25 | 95 | 11 | 110 | M10x20 94 | 80 |@11 | 70 | 35 | 200
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